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Sweet sound at a budget-friendly price? 

You bet – PowerWorks® makes it happen! Be it 

a party sound system, a PA for bands and DJs, 

or a fixed installation, PowerWorks® offers top-

drawer sound even at peak levels!

HK AUDIO® engineers developed the PowerWorks®

line in a state-of-the-art acoustics lab. Power-

Works® enclosures are exclusively equipped with

high-quality Eminence® loudspeakers, custom-

built in the USA especially for PowerWorks®. 

All the considerable experience of HK AUDIO®

engineers, painstakingly matched components

and crossovers, and the quality of true Old World

craftsmanship endow the PowerWorks® line with

the power to deliver rich, full, commanding

sound.

Featuring a wide selection of passive and active

models that may be mixed and matched in a

variety of configurations, PowerWorks® offers the

right solution for the most diverse applications.

And it does so at such reasonable prices that

anyone can afford to enjoy audio quality

engineered by HK AUDIO®.

Ideal for speech and voice

applications; teams with the 

RS 15 Sub A to make up a

powerful active system.

• 12" speaker

• 90° x 45° horn

• 70 - 18 kHz 

• 300 watts program @ 8 ohms

• 101 dB 1W/1m* 

• 39.5 x 49.5 x 35.5 cm 

(15-1/2" x 19-1/2" x 14")

• 14 kg (30.8 lbs)

• 2x Speakon® connectors

RS 82RS 82 RS 122RS 122

RS 152 XRS 152 X RS 153RS 153
Big, bold low end in a small

housing. Great for keyboards,

DJs or as a handy all-in-one PA.

• 15" speaker

• 90° x 45° horn

• 65 - 18 kHz

• 300 watts program @ 8 ohms

• 103 dB 1W/1m*

• 46 x 63 x 41 cm 

(18-1/8" x 24-3/4" x 16-1/8")

• 22 kg (48.4 lbs)

• 2x Speakon® connectors

3-way cabinet with excellent

midrange response. Ideal for

rendering vocals as well as 

the entire band.

• 15"/ 6.5" speakers

• 90° x 45° horn

• 50 - 18 kHz

• 300 watts program @ 8 ohms

• 103 dB 1W/1m*

• 52 x 64 x 39 cm 

(20-1/2" x 25-1/4" x 15-3/8")

• 27 kg (59.4 lbs)

• 2x Speakon® connectors

Ultra compact 2-way cabinet. In

combination with the RS 15 A Sub

or as standalone solution, it is the

perfect medium for speech and

background music.

• 8" speaker

• 90° x 45° horn

• 100 - 18 kHz 

• 250 watts program @ 4 ohms

• 101 dB 1W/1m* 

• 27 x 42.5 x 23 cm 

(10-5/8" x 16-3/4" x 9")

• 8 kg (17.6 lbs)

• Speakon® connector
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*) All measurements taken under half-space conditions

Powerful subwoofer with an

integrated crossover for a

brawny bottom end. A perfect

match for RS 122 and RS 152X

cabs.

• 15"

• 600 watts program @ 8 ohms

• 104 dB 1W/1m*

• 55 x 44 x 64 cm 

(21-5/8" x 17-3/8" x 25-1/4")

• 26 kg (57.2 lbs)

• 3x Speakon® connectors

Compact stage monitor featuring

an integrated pole mount cup

enabling it to be used as a

standard PA cabinet.

• 12"

• 90° x 45° horn

• 70 - 18 kHz

• 300 watts program @ 8 ohms

• 101 dB 1W/1m*

• 50 x 34 x 41 cm 

(19-5/8" x 13-3/8" x 16-1/8")

• 14 kg (30.8 lbs)

• 2x Speakon® connectors

RS 122 MRS 122 M

RS 115 SubRS 115 Sub

RS 122 MARS 122 MA

RS 152 XARS 152 XA
Like the RS 122 MA, but with 

a 15” woofer for bigger, bol-

der bass. 

• 15" speaker / 90°x 45° horn

• 65 - 18 kHz

• 103 dB 1W/1m*

• 46 x 63 x 41 cm 

(18-1/8" x 24-7/8" x 16-1/8")

• 27 kg (59.4 lbs)

• Amp: 120 W @ 4 ohms

• XLR Mic Input, 1/4" jack Line

Input

RS 15 Sub ARS 15 Sub A
Powerful active subwoofer

sporting power amps for the bass

bin and two satellites (RS 82 or

RS 122). In tandem with the

integrated controller, it delivers

600 watts RMS worth of

premium audio at every volume. 

• 15" speaker

• 50 - 130 Hz • 104 dB 1W/1m*

• 56 x 44 x  76 cm 

(22" x 17-3/8" x 30")

• 37 kg (81.4 lbs)

• Amp: 300 W RMS for LF bin, 

2x 150 W RMS for satellites

• 2x XLR Line In, 2x Speakon® Sat Out

The Sound House One system

serves up substantial and

assertive sound in a sensatio-

nally easy-to-use package.

Boasting a 300-watt power

amp, the RS 15 Sub A bin

packs a mighty low-end

punch. The 2 x 150-watt

stereo power amp drives the

RS 82 satellites, furnishing

vigorous midrange and

glossy high-frequency sheen.

The integrated controller

assures optimal sound at

every volume and protects

the system against overload.

Sound House One - the

definitive system for

musicians and mobile DJs.

Like Sound House One, 

but with RS 122 satellite 

for even better low 

midrange response and

punchier sound.

comprising:

• RS 15 Sub A bin

• 2x RS 82

Mounting poles

optionally available

comprising:

• RS 15 Sub A bin

• Two RS 122 cabs

Mounting poles

optionally available

Separately variable Mic and Line

inputs with EQ. The integrated

power amp and numerous setup

options endow the RS 122 MA

with multi-functional sound rein-

forcement capabilities.

• 12" speaker / 90°x 45° horn

• 70 - 18 kHz • 101 dB 1W/1m*

• 50 x 34 x 41 cm 

(19-5/8" x 13-3/8" x 16-1/8")

• 19 kg (41.8 lbs)

• Amp: 120 W RMS @ 4 ohms

• XLR Mic Input, 1/4" jack Line Input
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RS 122 MA / RS 152 XA Power Amp Module 

• 120 watts @ 4 ohms

• XLR Mic In and 1/4" Line In with independently variable volume

• 2-band EQ

• The Preamp Line Out enables pre-mixed line and mic signals 

to be sent to additional active PowerWorks® models.  

• A Parallel Out is also available for line signal routing, for example,

to send the unprocessed signal to a mixer or recorder.

• In addition, a passive PowerWorks® cabinet may be connected 

to the External Speaker output (Speakon®).

RS 15 Sub A Power Amp Module

• 300-watt RMS power amp for the bass bin

• 2x 150-watt RMS power amp for the satellites

• Controller circuitry integrated in the subwoofer

• 2x XLR Left/Right Inputs with Gain knobs

• 2x XLR Signal Through jacks for connecting

additional systems

• 2x Speakon® connectors for the satellites

• 4x casters for easy transport
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